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May 2, 2023

Texas Commission on Environmental Quality (TCEQ)
12100 Park 35 Circle
Austin, Texas 78753

RE: Engineer's Summary Letter
Metro Drive Office Park: Contributing Zone Plan (CZP)
West Metro Drive
Leander, TX 78641

To Whom It May Concern:

Please accept this Engineer's summary lefter and report along with the accompanying
Conftributing Zone Plan (CZP) application packet as our formal submittal for a CZP for the above
referenced project. Metro Drive Office Park is a proposed office development project comprised
of nine (9) single stories office buildings situated on +4.007 acres of land located approximately
400 linear feet west of the intersection of N US HWY 183 and West Metro Drive, Leander, Texas.
The project is entirely within the Full Purpose Limits of the City of Leander. The property is legally
subdivided and described as Lot 3B, block M of the replat of Lot 1, Block A of the resubdivision of
Lot 1, Block A, HEB Leander Subdivision and replat of lot 3, Block M, of Northside Meadow, Phase
1A, A City of Leander, Williamson County, Texas.

The subject site is currently cleared and undeveloped with existing impervious cover totaling
+11,854 sf (0.27-ac). Existing impervious cover are from existing driveway pavement to west and
east of property line. The planned development proposes 42,718 sf of structure roof tops, 68,205
sf of parking/drive pavements and 6,104 sidewalks/other paved surfaces totaling 117,207 sf
(2.68-ac, 67% of the total site).

The subject property is located within the Brushy Creek Watershed. No portion of the property is
located within the FEMA defined 100-yr floodplain per FIRM MAP PANEL No. 48491C0455F, having
an effective date of December 20, 2019, in Williamson County, TX.

The existing tract is predominantly an open area with little to no free coverage. A high point of
approximately elevation 995-t. exists along the northwestern portion of the property near the
property line and existing driveway that is stubbed to our site from "The Learning Center”, case
number 19-SD-013. The land slopes away to the southeast typically between 1-56% slope, towards
an existing inlet elevation 980-ft. af the intersection of two private roads. The soil on the site
consists of Doss Silty Clay, Eckrant cobbly clay, and Georgetown clay loam.

Our design team has coordinated with Contech to select a water quality device named the
“Jellyfish Filter” to treat the first half inch of rain fall over the impervious areas of the site. The
proposed structural quality BMP will provide a TSS removal efficiency of 86% and will be located
on the southeast portion of the site and will be built and maintained in compliance with TCEQ.
Additionally, immediately on the downstream outfall of the Jellyfish Filter, there will be two linked
stormwater detention ponds to control the increase in flow of the 2-yr, 10-yr, 25-yr, and 100-yr
storm events. Atlas-14 rainfall intensities were utilized in the design of the defention ponds.

Appropriate erosion control measures have been designed in accordance with the City of
Leander technical criteria and City of Austin Environmental Criteria Manual requirements and
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ATTACHMENT A
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ATTACHMENT B

USGS QUADRANGLE MAP




ATTACHMENT C

PROJECT NARRATIVE




ATTACHMENT D

FACTORS AFFECTING SURFACE WATER QUALITY




ATTACHMENT E

VOLUME AND CHARACTER OF STORMWATER




ATTACHMENT F

SUITABILITY LETTER FROM AUTHORIZED AGENT

NOT APPLICABLE



ATTACHMENT G

ALTERNATIVE SECONDARY CONTAINMENT METHOD

NOT APPLICABLE



ATTACHMENT H

AST CONTAINMENT STRUCTURE DRAWINGS
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ATTACHMENT |

20% OR LESS IMPERVIOUS COVER WAIVER




ATTACHMENT J

BMPS FOR UPGRADIENT STORMWATER




ATTACHMENT K

BMPS FOR ON-SITE STORMWATER




ATTACHMENT L

BMPS FOR SURFACE STREAMS




ATTACHMENT M

CONSTRUCTION PLANS




ATTACHMENT N

INSPECTION, MAINTENANCE, REPAIR AND RETROFIT PLAN




ATTACHMENT O

PILOT-SCALE FIELD TESTING PLAN
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ATTACHMENT P

MEASURES FOR MINIMIZING

SURFACE STREAM CONTAMINATION



